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THE APPLIANCE CONFORMS WITH EEC DIREC-
TIVE 87/308/EEC REGARDING INTERFERENCE
SUPPRESSION

Before actually using the DA-30MKII, read this manual
thoroughly at least once, so you will know where to
return when you need answers.

Use of capital letters: In general, we use all upper case

" type to designate a particular switch, control or jack

label or indication appearing in the display window.

CONFORME AL D.M. 13 APRILE 1989
DIRETTIVA CEE/87/308

CAUTION

RISK OF ELECTRIC SHOCX

CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE COVER
(OR BACK). NO USER-SERVICEABLE PARTS INSIDE. REFER SERVICING TO
QUALIFIED SERVICE PERSONNEL.

DO NOT OPEN

The lightning flash with arrowhead symbol, within an equilateral triangle, is intended to alert the user
to the presence of uninsulated “dangerous voltage® within the product’s enclosure that may be of

sufficient magnitude to constitute a risk of electric shock to persons.

A

appliance.

The exclamation point within an equilateral triangle is intended to alert the user to the presence of
important operating and maintenance (servicing) instructions in the literature accompanying the

This appliance has a serial number located
on the rear panel. Please record the model
number and serial number and retain them for
your records.

Model number
Serial number

WARNING: TO PREVENT FIRE OR SHOCK
HAZARD, DO NOT EXPOSE THIS

APPLIANCE TO RAIN OR MOISTURE.

Lot




Important Safety Instructions

CAUTION:

@ Read all of these instructions.

@ Save these instructions for later use.

@ Follow all warnings and instructions marked on the audio
equipment.

1) Read instructions — All the safety and operating instructions
should be read before the product is operated.

2) Retain instructions — The safety and operating instructions
should be retained for future reference.

3) Heed Warnings — All warnings on the product and in the operat-
ing instructions should be adhered to.

4) Follow instructions — All operating and use instructions should
be followed.

5) Cleaning — Unplug this product from the wall outlet before clean-
ing. Do not use liquid cleaners or aerosol cleaners. Use a damp cloth for
cleaning.

6) Attachments — Do not use attachments not recommended by the
product manufacturer as they may cause hazards.

7) Water and Moisture — Do not use this product near water — for
example, near a bath tub. wash bowl. kischen sink, or laundry tub; in a
wet basement; or near a swimming pool; and the like.

8) Accessories — Do not place this product on an unstable cart,
stand, tripod. bracket. or table. The product may fall, causing serious
injury to a child or adult, and serious damage to the product. Use only
with a cart. stand. tripod. bracket, or table recommended by the manu-
facturer. or sold with the product. Any mounting of the product should
follow the manufacturer’s instructions, and should use a mounting
accessory recommended by the manufacturer.

9) A product and cart combination should be moved with care. Quick
stops, excessive force, and uneven surfaces may cause the product and
cart combination to overturn.

10) Ventilation — Slots and openings in the cabinet are provided for
ventilation and to ensure reliable operation of the product and to protect
it from overheating, and these openings must not be blocked or covered.
The openings should never be blocked by placing the product on a bed,
sofa, rug, or other similar surface. This product should not be placed in a
built-in installation such as a bookcase or rack unless proper ventilation
is provided or the manufacturer’s instructions have been adhered to.

11) Power Sources — This product should be operated only from the
type of power source indicated on the marking label. If you are not sure
of the type of power supply to your home, consult your product dealer or
local power company. For products intended to operate from battery
power, or other sources, refer to the operating instructions.

12) Grounding or Polarization — This product may be equipped
with a polarized alternating-current line plug (a plug having one blade
wider than the other). This plug will fit into the power outlet only one
way. This is a safety feature. If you are unable to insert the plug fully
into the outlet, try reversing the plug. If the plug should still fail to fit,
contact your electrician to replace your obsolete outlet. Do not defeat the
safety purpose of the polarized plug.

13) Power-Cord Protection — Power-supply cords should be routed
so that they are not likely to be walked on or pinched by items placed
upon or against them, paying particular attention to cords at plugs, con-
venience receptacles, and the point where they exit from the product.
14) Outdoor Antenna Grounding — If an outside antenna or cable
system is connected to the product, be sure the antenna or cable system
is grounded so as to provide some protection against voltage surges and
built-up static charges. Article 810 of the National Electrical Code,
ANSI/NFPA 70, provides information with regard to proper grounding
of the mast and supporting structure, grounding of the lead-in wire to an
antenna discharge unit, size of grounding conductors, location of anten-
na-discharge unit, connection to grounding electrodes, and requirements
for the grounding electrode.

“Note to CATV system installer:

This reminder is provided to call the CATV system installer’s attention
to Section 820-40 of the NEC which provides guidelines for proper
grounding and, in particular, specifies that the cable ground shall be
connected to the grounding system of the building, as close to the point
of cable entry as practical.

Example of Antenna Grouding as per
National Electrical Code, ANSI/NFPA 70

ANTENNA
DISCHARGE IMOT
(NEC SECTION 810—20)

ELECTRIC
SERVICE

GROUNDING CONDUCTORS
(NEC SECTION 810—21)

GROUND CLAMPS

«——— POWER SERVICE GROUDING
ELECTRODE SYSTEM
(NEC ART 250, PART H)

NEC — NATIONAL ELECTRICAL CODE

15) Lightning — For added protection for this product during a light-
ning storm, or when it is left unattended and unused for long periods of
time, unplug it from the wall outlet and disconnect the antenna or cable
system. This will prevent damage to the product due to lightning and
power-line surges.

16) Power Lines — An outside antenna system should not be located
in the vicinity of overhead power lines or other electric light or power
circuits, or where it can fall into such power lines or circuits. When
installing an outside antenna system, extreme care should be taken to
keep from touching such power lines or circuits as contact with them
might be fatal.

17) Overloading — Do not overload wall outlets, extension cords, or
integral convenience receptacles as this can result in a risk of fire or
electric shock.

18) Object and Liquid Entry — Never push objects of any kind into
this product through openings as they may touch dangerous voltage
points or short-out parts that could result in a fire or electric shock.
Never spill liquid of any kind on the product.

19) Servicing — Do not attempt to service this product yourself as
opening or removing covers may expose you to dangerous voltage or
other hazards. Refer all servicing to qualified service personnel.

20) Damage Requiring Service — Unplug this product from the
wall outlet and refer servicing to qualified service personnel under the
following conditions:

a) when the power-supply cord or plug is damaged.

b) if liquid has been spilled, or objects have fallen into the product.

c) if the product has been exposed to rain or water.

d) if the product does not operate normally by following the operating
instructions. Adjust only those controls that are covered by the operating
instructions as an improper adjustment of other controls may result in
damage and will often require extensive work by a qualified technician
to restore the product to its normal operation.

@) if the product has been dropped or damaged in any way.

f) when the product exhibits a distinct change in performance-this indi-
cates a need for service.

21) Replacement Parts — When replacement parts are required, be
sure the service technician has used replacement parts specified by the
manufacturer or have the same characteristics as the original part.
Unauthorized substitutions may result in fire, electric shock, or other
hazards.

22) Safety Check — Upon completion of any service or repairs to this
product, ask the service technician to perform safety checks to deter-
mine that the product is in proper operating condition.

23) Wall or Ceiling Mounting — The product should be mounted to
a wall or ceiling only as recommended by the manufacturer.

24) Heat — The product should be situated away from heat sources
such as radiators, heat registers, stoves, or other products (including
amplifiers) that produce heat.



Set-up

1. UNPACKING AND INSPECTION

During unpacking, be careful not to damage the DA-30
MKII. Save the carton and packing material. You may
need them to transport your DA-30 MKIl sometime in
the future. In addition to the DA-30 MKII the package
should contain the rack mount screw Kkit.

After unpacking, check the units for any evidence of
damage due to rough handling during transport. Contact
your dealer if you have any questions.

2. INSTALLATION SITE

The DA-30MKIl may be used in most areas, but to
maintain top performance and prolong operating life,
observe the following environmental limitations:

1) Nominal temperature should be 5 to 35 degrees
Centigrade (41 to 95 degrees Fahrenheit).

2) Relative humidity should be 30 to 60% (non-
condensing).

3) Strong magnetic fields should not exist nearby.
3. RACK MOUNTING

The DA-30MKIl can be mounted in a standard 19" EIA
rack. Use the supplied mount screws.

4. INITIAL CONNECTIONS

CAUTION: To prevent problems, before attempting any
cable  connection check to make sure that all units
involved in your system are turned off.

A. Input/Output Connections
Make the appropriate cable connections by referring
to the connection diagram below and to page 15.

B. Remote Control Connection

Plug the remote control cable into the REMOTE CON-
TROL mini-plug on the back of the DA-30MKII. There
are a number of functions available on the remote
control that are NOT available on the front panel.

The optional RC-D30 remote unit is powered from the
DA-30MKIl, and cannot be battery powered. Disregard
the word OPEN on the back of the remote.

5. VOLTAGE CONVERSION (General Export Models
Only)

NOTE: Voltage conversion is not possible on models
sold in the U.S.A., Canada, U.K., Australia or Europe.

Locate the voltage selector on the rear panel and set it
with an appropriate tool so that the required voltage
shows.

To AES/EBU digital
input of another DAT,

digital editing system, 4

CD player, DAT,
or other digital source
with coaxial digital

To coaxial digital input
of another DAT, sampler,

or other digital system

Digital 1/0

etc. output T (input/output) lines
: carry BOTH left

CD player, DAT, DASH 75 ohm Event controllers, and rlght signals

recorder, or other digital coaxial cable fader start switch, etc on asingle

source with AES/EBU connector

balanced digital output — RC-D30

(UNBALANCED) (BALANCED)

(microphone

From stereo mixer
outputs or other line-level
ANALOG sources

preamplifiers, analog
tape recorder etc.)

vV v v

Monitor system, or tape
recorder or mixer, etc,

See page 15 for information about
input and output level standards




Subcodes

The following subcodes are available with the DA-30 MKII:

Subcode ' ldentifies: Length and Location Recorded Automatically
! of Data Recording: or Not:
Start ID | Beginning of each program 9 seconds at the begin- Auto and Manual

ning of each program

Index Skip ID Point from where tape is made

1 second at the desired Manual only

Data to fast wind to the next Start point
ID
End ID End of the existing audio 9 seconds at the end of the Manual only
recordings last recording
Program | How many programs from the 9 seconds at the beginning Auto only
Number beginning of the tape is the of each program
(PNO) current one
Absolute | Elapsed time from the begin- Full length of the audio Auto only
Time ning of the tape recordings
(ABS)
Time
Data
Program | Elapsed time from the begin- 9 seconds at the beginning Auto only
Time ning of each program of each program
(PGM)

All the above subcode data (except the absolute time)
are recorded for the indicated time or, in LONG REC
MODE, for twice the indicated time. In passing when
recording Start or Skip ID marks with POSITION after
once completing audio recording, they are recorded
over the indicated length, whether audio was recorded
in STANDARD or LONG REC MODE.

NOTE: if play starts from an intermediate point beyond
the program-time recorded section, the display does
not show the elapsed time from the beginning of the
program.

— For CANADA
AC POWER CORD CONNECTION
CAUTION:

TO PREVENT ELECTRIC SHOCK, MATCH WIDE
BLADE OF PLUG TO WIDE SLOT, FULLY INSERT.

CORDE DE CONNEXION CA

ATTENTION: ,

POUR EVITER LES CHOCS ELECTRIQUES,
INTRODUIRE LA LAME LA PLUS LARGE DE LA
FICHE DANS LA BORNE CORRESPONDANTE DE
LA PRISE ET POUSSER JUSQU'AU FOND




DAT Cassette Tape

[ ® How to Load a DAT Cassette |

The hinged part of the cassette must go in first, with
the clear window facing up. Similar to a VCR tape,
the label surface of the cassette will be visible.

L

Make sure no foreign objects or dirt falls into the tray
which can contaminate the transport.

® Structure of DAT Cassettes ]

Bottom view

Cassette identificatin holes(1 - 4)

Write protect hole

Identification Hole

Signified
j 1 2 3
f X X X Metal coating or equivalent/13 um
i tape thickness
i X @] X Metal coating or equivalent/Thin

| tape

| X X o 1.5 time track pitch/13 um tape
i | thickness

X O O
0 - —

1.5 time track pitch/Thin tape

(Reserved for auxiliary 'tape type
definitions)

Where: "“O'’ = Open
X" = Closed

® Hole #4 shows “‘prerecorded’’ (Open) or not (Closed).

Top view
Loading grip

Tape protection lid

Write protect switch

\ \
—joj _1aj
Open - Close -
(Recording (Recording

impossible) possible)

® Dimensions: 73 x 54 x 10.5 mm (W x D x H)
® Tape width: 3.81 mm

Notes:

® Cassette shells are designed so as to prevent touching
the tape dirctly by hand.

® DAT cassettes can be loaded and unloaded only when
the DA-30 MKl is switched on.

® DAT cassettes record and play in one direction only.
Do not load DAT cassettes upside down.

® DAT cassettes have a tape protection lid on the front
edge to protect the tape. Do not open this lid
forcibly, and do not pull the tape out from the
cassette or touch it with your fingers.

@ Be sure to replace DAT cassettes in their plastic
cases for storage.

® Do not place DAT cassettes on a television, speaker
or near equipment which could generate a magnetic
field.

e The tape used in 180-min cassettes is extremely
thin and can cause winding problems, crimping,
wrinkling, and other damage to the tape which will
destroy your work. Don‘t use 180-min cassettes in
the DA-30 MKII.

BEWARE OF CONDENSATION 1

When the DA-30MKII is moved from a cold to a warm
place or used after sudden temperature change, there
is the danger of condensation; water vapor in the air
could condense on the internal mechanism, making
correct operation impossible. To prevent this, or if this
occurs, leave the DA-30MKII for 1 or 2 hours with the
power turned on, then turn the power off and again on.
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Operations: Playback

L1. PLAYING A PRERECORDED TAPE

1. Check to see all the connections have been made
correctly.

2. Turn the power on.

3. Press the OPEN/CLOSE button. The tray will slide
out, the “CASSETTE IN” indicator will blink and
“OPEN" will also blink in the display window.

4. Load a prerecorded DAT cassette in the tray, then
close the tray:

a) Press the OPEN/CLOSE button again or push the
tray closed with your hand.

b) Directly press the PLAY button. The tray will
close and the tape will start playing.

As soon as the tray starts retracting, ““CLOSE"" will
start blinking instead of ““OPEN’’. Once the tray has
closed, ““CLOSE" will turn off and “CASSETTE IN”
that was blinking will go on solid.

After the tray has closed with a cassette in it, the tape
automatically runs for a short period of time and
rewinds back to the original location, during the
interval of which the DA-30 MK I reads absolute time
and program number data (if available) off the tape
into its display.

5. Adjust the PHONES control for the desired listening
level.

® To interrupt play press PAUSE. To resume play press
PLAY.

® To definitely stop play press STOP.

2. CHOOSING SELECTIONS

1. To advance to the next selection, press SKIP FWD.
The tape will fast-forward to the next START ID,
and then automatically go into PLAY mode (if
STANDBY is not on). You may press SKIP FWD or
SKIP REW a number of times to advance or rewind
past several selections.

2. To play a specific program on the tape (i.e. "Direct
Search"), turn the DATA wheel so that the desired
PGM number shows blinking, then press PLAY. Or
press a number on the remote keypad (for example,
press "5") and press START. If there are PGM
numbers and Start IDs on the tape, it will fast wind
to that selection and play.

3. AUTOLOCATING TO THE DESIRED POINT

The DA-30 MKII autolocation works by referencing to
the ABS time data on tape.

Only one locate point can be set.

By capturing the current point

Press MEMO on the fly or when the transport is in any
mode.

The ABS time at that moment is stored in memory
defined as an autolocation point as confirmed by the
display being flashing for several seconds.

By entering the desired ABS time numbers with the
DATA wheel (while in STOP, PLAY-PAUSE or STANDBY
mode)

1. Hold SHIFT and press MEMO. The numbers in the
hour section will start blinking.

2. Enter the desired hour numbers with the DATA
wheel.

3. Press SHIFT to have the numbers in the minute
section blink, then enter the desired minute
numbers.

4. In a similar way, enter the numbers in the second
section.

5. Press MEMO to store the setting in memory. The
display will flash for several seconds.

To have the DA-30 MKIIl autolocate to the location
currently stored in memory :

Press LOCATE. The associated LED will blink during the
autolocate process, and turn off when the process is
complete and the deck stops.

Suggestion: You can see the location currently stored
in memory by holding SHIFT and pressing MEMO. The
display will automatically be hidden after a while.

NOTE: The remote numeric keys cannot be used to set
autolocate points.

NOTE: Your autolocate point is erased when turning the
DA-30 MKI!I off.

| 4 REPEAT PLAY

The following can be programed to play over and over
up to 16 times or until you press PAUSE or STOP:

® One Selection — Press the remote REPEAT button
once during play or before starting play. "REPEAT"
will light up in the display. The current program will
play over and over.

REPEAT REPE AT
] D

< Start D, or Skip ID

in SKIP PLAY

Start ID

| S


























































